
Installing the USB-GDROM HDD Mount Plate 
 
 
NOTE: This guide assumes you have already setup and installed your USB-GDROM 
device. Follow the manufacturer’s instructions for normal installation of your USB-
GDROM device into your Dreamcast console. And ensure that your Hard Drive and 
SATA to USB adapter are compatible and fully functional with the USB-GDROM device 
before you begin. 
 
 
Step 1: Remove the top shell from your Dreamcast. Remove the network adapter and 
then using a Philips screwdriver remove the 4 screws from each bottom corner. Then 
remove the top shell and set it to the side. 
 
 
Step 2: Install your hard drive into the Mount plate using appropriate sized screws (not 
included with the mount plate) as shown. 
 

 
 



Step 3: Test fit the mount plate along with your SATA to USB adapter in the top half of 
your Dreamcast’s shell. There may be clearance issues with the SATA to USB adapter 
around the eject button or the power light assembly. Not every SATA to USB adapter 
will fit, some may need to be modified and some may not fit at all. Once you’ve 
confirmed fitment remove the mount plate and SATA to USB adapter from the lid and set 
it aside. 
 

 
 
 
Step 4: Plug your SATA to USB adapter into your USB-GDROM. If your SATA to USB 
adapter has a long cable you can take up some of the slack by tucking it under the USB-
GDROM assembly (this may not be an option depending on the thickness of the cable. 
 

 
 
 



Step 5: Place the HDD Mount Plate into position. The tray wont lock in place yet but you 
should be able to align the notch on the back right side of the HDD Mount Plate with the 
metal bump in the plate covering the USB-GDROM. You will also want to ensure the 
cable exits the SATA to USB adapter towards the power button and not towards the 
cooling fan. This will ensure that it does not get caught in the eject button assembly once 
you install the top half of the Dreamcast’s shell. 
 

 
 
 
Step 6: Install the top of the Dreamcast’s shell. Take care not to pinch or crush the cable 
of your SATA to USB adapter and keep in mind how the cable was routed around the 
Dreamcast’s power light assembly when you test fit it earlier. The HDD Mount Plate 
might move around so you may need to open the lid and use your fingers to help align the 
mount plate with the top of the Dreamcast’s shell. 
 

 
 
 



Step 7: Once everything is aligned and Dreamcast’s shell halves are together Ensure that 
the HDD Mount Plate is fully seated into the Dreamcast’s top shell by putting some firm 
pressure just below the opening in the top shell as seen below. The HDD Mount plate 
should stick up out of the top shell slightly once fully seated. 
 

 
 
 
Step 8: Verify that everything is fully seated and the Dreamcast’s shell is fully closed, 
also verify that the power button and eject button function. Once you’re confident that 
everything is as it should be re-install the 4 screws into the bottom of your Dreamcast, as 
well as the Network adapter. 
 
 
Installation is now complete; enjoy. 


